KS-280
Portable Thermal Printer

Genuine Quality

Specification

Printing mode
Dot density
Print speed
Paper width
Paper diameter

Interface

Barcode type

Character font

Print Command
Printing Length
Battery

Power Adapter
Charging time
Buffer
Dimension
Weight

Work Environment

Storage Environment

KS-280

Thermal Printing

384dot/line

60mm/sec(max.)

58mm

50mm(max.)

USB+Bluetooh(standard)
USB+wifi

UPC-A, UPC-E, EAN(JAN)13, EAN(JAN)S,
CODE39, CODEBAR, ITF,
CODE93, CODE128, QR CODE

GB18030/BIG 5/Korean Character.
ANK Character: FontA:12*24dot,FontB:9*17dot
Korean/Simplified, Traditional Chinese:24*24dot

ESC/POS Compatible

50KM

1800mA-1900mA, 7.4V rechargeable Li-ion Battery

Input:AC100-220V  Output:DCIV/1A

2.5-3.5hours

Input buffer 4K bytes NV Flash 60K bytes

148.5mm(L)x86mm(W)x58.5mm(H)

288¢

Temperature: 0~45°C , Humidity: 10 ~80%

Temperature: -10~60°C , Humidity: 10 ~90%

|II Portable Thermal Printer

-

Handheld comfort, can be

linked to the chest
You can clip the waist;

USB Bluetooth interface
(standard),

USB + WIFl interface
(optional);

Easy paper loading,
easy to use;
Classic three-button,

LED indicates the printer ab-
normal, electricalThe amount
of state charged with com-
munication connections.

Mobile Printer




Android

Portable Thermal Printer
KS-380 Genuine Quality

[T ks 380 N

Printingmode | Thermal Printing

Portable Thermal Printer

* Press the button open cover.easy Dot density S76dot/line

loading.streamlined shape,Fashion and Print speed 60mm/sec(max.)

beautiful Paperwidth | 80mm
% Dimension:131mm*107mm*58mm,small and

Paper diameter| 50mm(max.)

convenient
Interface USB+Bluetooh(standard)

% Paper width:80mm, Print width 72mm(max) USB+wifi

2200mA rechargeabile lithium battery,Over a
Barcodetype | UPC-A, UPC-E, EAN(JAN)13, EAN(JAN)S,

week standby time CODE39, CODEBAR, ITF,
* Support auto sleep,energy saving CODE93, CODE128, QR CODE

x Wide variety of interfaces:

Character font | GB18030/BIG 5/Korean Character.
ANK Character: FontA:12*24dot,FontB:9*17dot O
% Bluetooth surpports BT3.0 & BLE4.0,has great Korean/Simplified, Traditional Chinese:24*24dot Reta | |

compatibility, supports connect with

USB+Bluetooh(standard), USB+wifi

Andriod and iOS systems

% SipRRiLIGemng Repast PrintCommand | ESC/POS Compatible
* Support to print a variety of bitmap,1D,2D OR

cods @ Printing Length 50KM
% LED lights indicate the printer anomalies, Battery 2200mA, 7.4V rechargeable Li-ion Battery
brofteny. clmging ol communlcations Power Adapter InputAC100-220V  Output:DCOV/1A
connection status
Charging time 3.0-5.0 hours
* Provide DLL,SDK.Demo application for
free,Support customer application Buffer Input buffer 4K bytes NV Flash 60K bytes
development Dimension 131 mm(L)x 107 mm(W)x58 mm(H)
Weight 3509

Work Environment | Temperature: 0~45°C , Humidity: 10 ~90%

Storage Environment| Temperature: -10 ~50°C , Humidity: 10 ~ 90%
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Mobile Printer




I Portable Thermal Printer

e Drop in paper loading, easy operation.
e Compatible with TSPL and ESC/POS commands.

e Support Thermal label roll and thermal receipt paper roll.
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e Thermal Paper: width 80mm, diameter 50mm, thickness 0.06~0.08mm
e Lithium battery: 2200mAh/7.4V, 7days standby fime.

® USB+Bluetooth port, support Android and iOS and Windows system.
® Power adapter: 9V-T1A, AC100-220V

e Low-power mechanism.

® Support 1D barcode, QR barcode.

Thermal Label Mode Thermal Receipt Mode

Print Method Direction thermal
Resolution 203dpi
Print speed 60mm/s 60mm/s
Interface USB+Bluetooth, USB+WIFI
Print width 80mm(max.) 72mm(max.)
Maximum print length 200mm for each label No limited
Memory DRAM:128KB  FLASH:128KB NV FLASH: 60KB
Command TSPL ESC
Print CODE128,EAN128,ITF,CODE39,CODE93,EAN13,EAN13+2,E UPC-
Barcode AN13+5,EANS,EAN8+2,EAN8+5,CODABAR,UPCA UPCA+2, A,UPCEEAN(JAN)13,EAN(JAN)8,CODE39,CODEBAR,ITF,CODE

UPCA+5,UPC-E,UPC-E+2,UPC-E+5,QRCode 93,CODE128,QRCode
GB18030, simplified, BIG5, Korean, Japanese, ANK Character
Font1:1X1.5mm(8%12dot) FontA:1.5X3.0mm(12%X24dot),
FontB:1.1X2.1mm(9%17dot),
simplified,tranditional chinese: 3.0X3.0mm(24%24dot)

Character set

Font size Font2-8 (Refer to the programming manual)
simplified,tranditional chinese: 3.0X3.0mm(24x24dot)

Enlargement and rotation 1-10 times enlargement in horizental and vertical directions,rotation print (0°,90°,180°,270°)

Graphic Monochrome PCX and BMP graphics can be download in flash and dram
. Printhead temp detect Thermistor
Detection
Paper sensor Photoelectric sensor
Media types Thermal roll-fed or label or with black mark
Media width 45mm to 80mm(contain liner) 80mm
Paper
Paper diameter 50mm£0.5mm
Paper output At the top of printer,tear off
Llithium Battery 7.4V 2200mAh
Battery
Charge Time 3-5h
Power Power adapter Input : AC 220V output : DC 9V/1A

. Operation Temperature:5 ~ 45°C humidity:<93%RH(no-condensation)
Environment o
Storage Temperature:5 ~ 45°C humidity:<93%RH(no-condensation)
Physical Dimension 131x107x58mm(LxWxH)
propetties Weight 430G (With battery)






